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Wohn- und Geschaftshaus in Baden

Apartment, Retail and Office Building in
Baden
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weitere Projektbeteiligte S. 123
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Detailschnitte
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MDF-Platte schwarz 18 mm
Stitze Stahirohr [Z1 150/150 mm
Lochblech Aluminium einbrenn-
lackiert 1,5 mm

Luftungsflligel Holzpaneel 80 mm
Isolierverglasung

6 + SZR 20 + 6 mm

Verglasung VSG 8 + 8 mm
textiler Sonnenschutz
motorbetrieben

Abdeckblech Aluminium 1,5 mm
Dreischichtplatte 40 mm
Mineralsubstrat 70 mm, Filterviies,
Drainageschicht, Trennschicht,
Abdichtung wurzelfest

2-lagig 10 mm, DAmmung 200 mm,

Dampfsperre 5 mm, Voranstrich,
Beton im Gefélle 220-300 mm
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Rinne Folienabdichtung gefallelos
Beton-Fertigteil 150 mm

Parkett 10 mm, Estrich 45 mm,
Dammung 60 mm, Stahlbeton
300 mm, Akustikdecke
Beton-Fertigteil 150-170 mm
Fortluftkanal,

optional Blendschutzrolio
Wiarmedammung Hartschaum
extrudiert 100 mm
Bewehrungsanschluss warmege-
dammt

Gipskartonwand 125-150 mm
Stutze Stahirobr cza 160/80 mm
Alu-Blech abgekantet 1,5 mm
Reflektorblech Aluminium 1,5 mm
RGB-Beleuchtung

Plexiglas weifl durchgefarbt 5 mm
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18 mm black MDF
150/150 mm steel RHS column

1.5 mm perforated aluminium sheet,

stove-enamelled

ventifation flap, 80 mm wood
insuwlating glass

6 mm + 20 mm cavity + 6 mm

8 + 8 mm lam. safety glass

fabric sunblind, electrically operated
1.5 mm aluminium cover sheet

40 mm three-ply wood board

70 mm mineral substrate, filter mat,
drainage layer, separation layer,

2x 10 mm root-resistant
waterproofing, 200 mm insulation,
5 mm vapour barrier, primer,
220-300 mm concrete to falls
gutter, foil sheeting, non-sloping
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150 mm precast concrete

10 mm parguet, 45 mm screed,
60 mm insulation, 300 mm reinf,
conc., acoustic ceiling

150-170 mm precast concrete
expelled air duct,

optional roller blind

thermal insulation, 100 mm extruded
rigic! foam

reinforcing connection,

thermally insulated

125-150 mm lightweight plaster-
board wall

160/80 mm steel RHS column
1.5 mm bent aluminium sheet

1.6 mm aluminium reflector sheet
RGB lighting

5 mm white perspex, pigmented
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